
 

Series 110 
ChemDefend® 110 range material is soft, with 
excellent drape. The coverall is constructed to 
offer optimum body fit, with generous use of 
fabric in the underarms, chest and waist. This 
allows comfortable, unrestricted freedom of 
movement. 

The garment incorporates a number of key    
design features to assist in maximising             
protection, comfort and strength and to ease 
the donning and doffing process. 

The SMMS nonwoven is coated with an        
electrostatic dissipative layer. The weight of the       
spunbonded polypropylene layers is increased 
to  enhance the fabric's strength and durability. 

Suitable Applications 
 Dust and particle protection 
 Asbestos removal and handling 
 Handling and mixing of powders 
 General maintenance 
 Construction 
 Wood and Metal processing 
 Touch up paint spraying 
 Handling and mixing of pharmaceutical materials 
 Fibre glass and resin handling, application and mixing 

Sizes Impa code 

S 312021 

M 312022 

L 312023 

XL 312024 

XXL 312025 

XXXL 312026 



Series 110 

Fabric Physical Performance 

Data relating to the mechanical and physical performance                        

characteristics of the materials used to construct ChemDefend®            

coveralls as specified and defined in EN14325:2004. 

Additional Fabric Performance Data 

Data relating to the mechanical and physical performance                          

characteristics of the materials used to construct ChemDefend®           

coveralls but not defined in EN14325:2004. However this data is still 

helpful in assessing and selecting coveralls appropriate to a                        

particular hazard or set of working conditions. 

Whole Suit performance 

Data and results in relation to the barrier or protective performance of 

a garment in accordance with the European standards Type 5 EN ISO 

13982-1+A1:2010, Type 6 EN ISO 13034+A1:2009 and Type 3 and 4 EN 

14605+A1:2009. Also includes barrier to radioactive agents and the 

strength of the seams in the garment. 

Penetration and Repellency 

EN 6530 is a specific test designed to assess the liquid repellence and 

liquid penetration of materials used in ChemDefend® garments against 

30% sulphuric acid, 10% sodium hydroxide, o-xylene and Butan-1-ol. 


